
TOWELRADS  
FLAT LINED PANEL RANGE

Heights available  
up to 900mm,  
lengths up to 3000mm.

Type 11, Type 21, Type 22  
& Type 33 also available.

Max Working Pressure: 10 bar     

Max Working Temp: 110 degrees C

Available in White RAL 9016 as standard. 
Other RAL options available on request.

FEATURES AND BENEFITS

Manufacturers 
Warranty

10
YEARS

•  Steel radiator finished in white (RAL 9016).

•  Other RAL Options available.

•  Withstands external corrosion for twice as long  
a standard finishes.

•  Alternative sizes available in Type 11, Type 21,  
Type 22 and Type 33.

TECHNICAL DATA

Towelrads.com Ltd,  Queensgate House, Cookham Road, Bracknell, Berkshire RG12 1RB      Telephone: 01628 625 367      Fax: 01628 659 520      www.towelrads.com
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Stocked To order
Max Working Pressure: 10 bar    
 Max Working Temp: 110 degrees C
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Product  
Code

Weight KG
Water 

Content
Output at ΔT30k Output at ΔT50k

Watts BTU Watts BTU

300

600 610292 7.1 0.9 146 497 272 931

800 610293 9.1 1.2 195 665 363 1242

1000 610294 11.2 1.5 244 832 454 1552

1200 610295 12.3 1.8 293 999 545 1863

1400 610296 15.3 2.1 342 1166 636 2173

1600 610297 17.4 2.4 391 1333 727 2484

1800 610298 19.5 2.7 439 1497 818 2794
2000 610299 21.5 3.0 488 1664 909 3105

500

400 610300 8.3 1.0 146 497 273 932
600 610301 11.5 1.5 218 745 410 1,398

800 610302 14.7 2.0 291 993 547 1,864

1000 610303 17.9 2.5 364 1,241 683 2,330

1200 610304 21.1 3.0 437 1,490 820 2,795

1400 610305 24.3 3.5 510 1,738 956 3,261

1600 610306 27.5 4.0 582 1,986 1093 3,727

1800 610307 30.9 4.5 655 2,234 1230 4,193
2000 610308 34.1 5.0 728 2,483 1366 4,659

600

400 610309 9.7 1.2 166 567 314 1,070
600 610310 13.7 1.8 249 850 470 1,604

800 610311 17.6 2.4 332 1,133 627 2,139

1000 610312 21.6 3.0 415 1,416 784 2,674

1200 610313 25.5 3.6 499 1,700 941 3,209

1400 610314 29.4 4.2 582 1,983 1098 3,744

1600 610315 33.4 4.8 665 2,266 1255 4,278

1800 610316 37.6 5.4 748 2,549 1411 4,813

2000 610317 41.5 6.0 831 2,833 1568 5,348

Height Length
Product  

Code
Weight KG

Water 
Content

Output at ΔT30k Output at ΔT50k

Watts BTU Watts BTU

300

400 610266 9.8 1.2 194 660 364 1242
600 610405 14.2 1.8 292 994 544 1862
800 610406 18.2 2.4 390 1310 726 2484
1000 610319 22.4 3.0 488 1664 908 3104
1200 610407 24.6 3.6 586 1998 990 3726
1400 610399 30.6 4.2 684 2332 1272 4346
1600 610408 34.8 4.8 782 2666 1454 4968
1800 610267 39.0 5.4 878 2994 1636 5588
2000 610321 43.0 6.0 976 3328 1818 6210

400

500 610322 13.0 2.0 324 1,019 569 1,942
600 610323 15.2 2.4 358 1,223 683 2,331
800 610324 19.7 3.2 478 1,631 940 3,108
1000 610325 24.0 4.0 598 2,039 1,139 3,885
1200 610326 28.4 4.8 717 2,446 1,366 4,662
1400 610327 32.8 5.6 836 2,854 1,595 5,439
1600 610328 37.2 6.4 956 3,262 1,822 6,216
1800 610329 41.8 7.2 1076 3,670 2,050 6,993
2000 610330 46.2 8.0 1195 4,077 2,277 7,770

500

400 610331 13.3 2.0 286 975 546 1,863
600 610332 18.7 3.0 429 1,463 820 2,795
800 610333 24.3 4.0 572 1,950 1093 3,726
1000 610334 29.8 5.0 715 2,438 1366 4,658
1200 610335 35.2 6.0 858 2,926 1639 5,589
1400 610336 43.4 7.0 1001 3,413 1912 6,521
1600 610337 46.2 8.0 1144 3,901 2185 7,452
1800 610338 51.9 9.0 1287 4,389 2459 8,384
2000 610339 57.5 10.0 1430 4,876 2732 9,315

TECHNICAL DATA
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Height Length Product  
Code Weight KG Water  

Content
Output at ΔT30k Output at ΔT50k

Watts BTU Watts BTU

600

400 610340 15.6 2.4 331 1,128 634 2,161

600 610341 22.3 3.6 496 1,692 950 3,241

800 610342 29.0 4.8 662 2,256 1267 4,321

1000 610343 35.6 6.0 827 2,820 1584 5,402

1200 610344 42.3 7.2 992 3,384 1901 6,482

1400 610345 48.9 8.4 1158 3,948 2218 7,562

1600 610346 55.7 9.6 1323 4,512 2534 8,642

1800 610347 62.6 10.8 1489 5,077 2851 9,723

2000 610348 69.3 12.0 1654 5,641 3168 10,803

700

500 610349 22.7 3.3 467 1,592 897 3,061

600 610350 26.7 3.9 561 1,911 1,076 3,673

800 610351 34.7 5.3 746 2,547 1,436 4,898

1000 610352 42.7 6.7 933 3,184 1,794 6,122

1200 610353 50.7 8.1 1120 3,821 2,153 7,346

1400 610354 58.6 9.5 1307 4,458 2,512 8,571

1600 610355 66.7 10.8 1493 5,095 2,871 9,795

1800 610356 75.0 12.2 1680 5,732 3,230 11,020

2000 610357 83.1 13.6 1867 6,369 3,589 12,244
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22 Height Length Product  
Code Weight KG

Water 
Content

Output at ΔT30k Output at ΔT50k
Watts BTU Watts BTU

1600

400

600462U 42.20 7.33  716  2,443 1,404 4,790

1800 600463U 46.79 8.00  781  2,664 1,531 5,224

2000 600464U 51.49 8.99  843  2,875 1,652 5,637

1600

500

600466U 52.76 9.17  895  3,054 1,755 5,988

1800 600467U 58.50 10.01  976  3,329 1,913 6,527

2000 600468U 64.37 11.24  1,053  3,593 2,065 7,046

1600

600

600470U 63.31 11.00  1,074  3,663 2,105 7,182

1800 600404U 70.21 12.01  1,171  3,995 2,296 7,834

2000 600403U 77.24 13.48  1,264  4,312 2,478 8,455

1600

700

600472U 73.86 12.83  1,257  4,290 2,465 8,411

1800 600473U 81.90 14.01  1,366  4,662 2,679 9,141

2000 600437U 90.11 15.73  1,475  5,033 2,892 9,868
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Height Length Product  
Code

Weight
KG

Water Con-
tent

Output at ΔT30k Output at ΔT50k
Watts BTU Watts BTU

1600

400

600442U 37.07 7.33 550  1,878 1,079 3,682

1800 600443U 41.66 8.00 597  2,036 1,170 3,992

2000 600444U 46.36 8.99 642  2,189 1,258 4,292

1600

500

600446U 46.34 9.17 688  2,348 1,349 4,603

1800 600447U 52.08 10.01 746  2,546 1,463 4,992

2000 600448U 57.95 11.24 802  2,737 1,573 5,367

1600

600

600450U 55.60 11.00 826  2,817 1,619 5,524

1800 600451U 62.50 12.01 895  3,054 1,755 5,988

2000 600452U 69.53 13.48 962  3,283 1,887 6,438

1600

700

600454U 64.87 12.83 963  3,285 1,888 6,442

1800 600455U 72.91 14.01 1,044  3,564 2,048 6,988

2000 600456U 81.12 15.73 1,123  3,832 2,202 7,513

VERTICAL FLAT LINED PANEL RANGE

Stocked To order
Max Working Pressure: 10 bar    
Max Working Temp: 110 degrees C

TECHNICAL DATA
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TECHNICAL DIAGRAMS
FLAT PANEL COLLECTION

TYPE 11
TYPE 22
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Type 11

Additional 4mm thickness added for Flat/Lined Panel

Additional 4mm thickness added for Flat/Lined Panel

TECHNICAL DATA
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